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1.8   SEQUENCE OF DEMOLITION

Demolition work shall be completed according to the following schedule.  No 
structure shall be demolished until all asbestos and lead abatement in that 
structure has been removed per contract requirements.

                   Area                           Completion Date
                  ______                         _________________

               S32a                                30 November 2001

               S20 through S45a (excluding S32a)   31 December 2001

               S46 through S50                     31 January 2002

               S1 through S19                      31 March 2002

These dates do not include time required for seed establishment.

PART 2   PRODUCTS (Not Applicable)

PART 3   EXECUTION

3.1   EXISTING STRUCTURES, OTHER IMPROVEMENTS, AND DEBRIS

Existing structures indicated for demolition, other than those indicated 
below, shall be removed to 4 feet below grade.   Interior walls, other than 
retaining walls and partitions, shall be removed to 4 feet below grade or 
to top of concrete slab on ground.  Basement and other slabs to be 
backfilled (such as structures S15, and S16, S17 and S19)shall be broken up 
to permit drainage.  The gravel in structures S15 and S16 shall be 
completely removed in order to allow bottom slabs to be broken up.  See 
paragraph 3.3 for backfilling requirements.  All other improvements (with 
exception to utilities), rubbish, and debris located within the limits of 
demolition, as defined on the plans, shall be removed.  See Attachment A 
for further information on the structures to be demolished in this contract.

3.1.1   Structures Requiring Complete Demolition

Portions of structures S17, S19, S32a and S47 extend below the ground 
farther than 4 feet below grade.  These structures shall be completely 
demolished and removed in their entirety.  Any pile foundations below the 
bottom slabs of these structures may be left in place.  See paragraph 3.3 
for backfilling requirements.

3.2   UTILITIES

Information pertaining to the disconnection of utility services, with 
related meters and equipment, is described on the plans.  Existing 
utilities shall be removed as indicated.  Existing utilities not shown to 
be removed on the plans shall not be disturbed, including utilities located 
within the limits the demolition.  The contractor shall repair or replace 
any utilities disturbed which are not identified for removal on the plans.  
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When utility lines are encountered that are not indicated on the drawings, 
the Contracting Officer shall be notified prior to further work in that 
area.

3.3   FILLING

All sites where structures and other improvements have been demolished and 
removed shall be filled, if necessary, to allow for drainage and reseeding.
Holes, open basements and other hazardous openings shall be filled with 
backfill and compacted to 90% compaction.  All areas requiring fill shall 
be filled to match surrounding grade, graded to drain, and be in a 
condition suitable for reseeding.

3.3.1   Filling of Sewage Treatment Facilities

The demolition of the sewage treatment facilities (structures S15 through 
S19) will result in significant holes requiring backfill.  A borrow area 
identified on the plans has been provided for the contractor to obtain 
backfill material.  In addition to material from the borrow source, 
backfill up to 4 feet from the ground surface may be made from material 
from the demolition, such as base course, and crushed concrete, asphalt, 
and masonry.  Backfill material shall be free of particles greater than 3 
inches in size and mixed with soil from borrow area in order to allow for 
compaction.  Backfill material shall not contain biodegradable material, 
contaminated soil and materials, and other deleterious material.  Prior to 
placing any backfill, contractor shall break up concrete slabs to be buried 
to permit drainage.

3.3.1.1   Placement

Fill material shall be placed and spread in horizontal layers not more than 
eight (8) inches in uncompacted thickness.  For restricted spaces, or where 
compaction equipment weight limitations apply, material shall be placed in 
horizontal layers not more than four (4) inches in uncompacted thickness 
when using hand power tampers, and/or walk-behind compactors.

3.3.1.2   Compaction

Each moisture conditioned layer shall be compacted to not less than 90 
percent of maximum density as determined by ASTM D 698.  Compaction shall 
be tested by field density test ASTM D 1556, at a frequency of one test per 
500 cubic yards of fill.   When material does not meet the specified degree 
of compaction, the material shall be removed, replaced, or reworked and 
recompacted to meet specified requirements, at no cost to the Government.

3.3.1.3   Topsoil Placement and Compaction

Topsoil shall be placed in a single 8-inch thick compacted lift.  
Compaction shall be uniform and appropriate for seeding, see Specification 
Section 02921 SEEDING for seeding requirements.  Topsoil shall be graded to 
match the surrouding grade.

3.4   DISPOSITION OF MATERIAL
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SQUARE FOOTAGE: 17,600 
 
DESCRIPTION: This is abandoned biofilter (trickling) filter.  Structure is made of reinforced 
concrete and contains piping and other metal features.  Majority of structure is below grade. 
 
See Photo 

 
   Structure 16 
 
 
 
STRUCTURE NUMBER: 17      APN: 05-180-07 
 
SQUARE FOOTAGE: 9,500 
 
DESCRIPTION: This is an abandoned sewer clarifier (sedimentation) basin.  Structure is made 
of reinforced concrete and contains piping and other metal features.  Majority of structure is 
below grade.  Structure shall be removed in its entirety, including portion below grade. 
 
See Photos 
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   Structure 17 
 

 
  Side of Structure 17 
 
 
 
 
STRUCTURE NUMBER: 19      APN: 05-180-07 
 
SQUARE FOOTAGE: 9,500 
 
DESCRIPTION: This is abandoned sewer clarifier (sedimentation) basin.  Structure is made of 
reinforced concrete and contains piping and other metal features.  Majority of structure is below 
grade.  Structure shall be removed in its entirety, including portion of structure below grade. 
 
See Photos 
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